TT DR Offline Meter Software (windows)

TT DYNAMIC RANGE METER VST Plug-in (Windows)

Manual Version 1.3 March 2009
Dear User,
Congratulations on committing yourself to more dynamic music!

Simply allowing for peak headroom during CD mastering will lead to a significant improvement
of sound quality with "normal" consumer playback devices, MP3 data compression formats,
and with radio broadcasts.

Measurement and display of the Dynamic Range — as well as splitting the dynamics into whole
number values — is not without complexity, as we have discovered through the research and
development stages of finding this solution.

Please read this manual carefully so that the aim of obtaining better sound can be reached.
We are happy to share our knowledge with you.

Installation

To install, simply click on the "TT-DR-Install.1.3.exe" file. In the "Programs" folder, a folder
called "TT Dynamic Range" will be created within the "Algorithmix" sub-folder. You can start the
TT DR Offline Meter with alias which is created automatically on your desktop.

Now open the folder C:\Programs\Algorithmix\TT Dynamic Range) and drop the "DR-Meter"
folder in your preferred VST folder (for example: C:\Programs\Steinberg\VST). Now the plug-in

is ready to be used the next time you start your host application. IMPORTANT: Please copy the
entire "DR-Meter" folder into your VST folder, and not just the dll file!

Logos

The DR logos (DR _logo.zip) can be found with the specifications (DR_Logo_Guide.pdf) in the
folder entitled "TT Dynamic Range" (C:\Programs\Algorithmix\TT Dynamic Range).

What’s new in Version 1.3

The TT Dynamic Range Meter Plug-in is unchanged since version 1.2a.
The TT DR Offline Meter has two important new features:

e File/Folder Switch: You have the choice to measure a complete image file of a sound
carrier or the complete content of a folder. In folder mode please make sure to measure
the complete album and avoid double or missing tracks within the folder for correct
results. Folder mode is required for proper measurement in case of varying peak
headroom from track to track. This would cause deviating results if measured in file
mode. The folder mode enables easy DR measurement of CDs in combination with
grabber software (see page 9).




e Logfile: If active the measurement process will write a logfile into the directory of the
investigated folder. The logfile contains information like the total number of tracks,
official DR value, peak and RMS information.

Important! Use just the TT DR Offline Meter to get the official DR value! The Plug-in is designed
for true peak and dynamic monitoring purposes.

General use and limitations of plug-ins

Plug-in formats — regardless of whether they are VST, RTAS, or AU — are not fully suited for
graphic representation and are built on a series of compromises. Each DAW and each plug-in
interface puts audio calculation on a higher-level priority than graphic representation, which is
understandable. This is why truly professional meters are either hardware devices, native-
running software which uses the CPU resources directly, or host-integrated solutions. These all
allow for access to graphic and measurement information in a way which also makes it possible
to control a meter's so-called ballistics.

In addition, Plug-ins cannot save values and create histograms, which we need for obtaining our
objectives.

This is why the TT DR Offline Meter serves to measure the "official" DR values with the
advantage of being able to measure an album within a few seconds. The real-time Plug-in TT
Dynamic Range Meter however, provides accurate numerical values as a TRUE PEAK meter and
serves as a guide for the available dynamic range and the approximate DR-Value that you
should expect. For this, the Plug-in can be used to loud passages of songs. The timing of the
metering can vary, depending system latency and the mode of operation of the host
application.

We have tested and optimized the meter Plug-in on a number of different host applications.
Despite system-dependent limitations, we have obtained very good graphic results in most
cases.

Our goal

Out clearly-defined goal is to discover and categorize over compression and to prevent overs
with good true peak metering. We supply a whole number system from DR4 to DR14 to define
the dynamic quality of a recording on one glance.

In order to achieve this goal, we have conducted extensive experimentation and have decided
to obtain the "official" DR Value from the TT DR Offline Meter. A real-time measurement would
have certainly taxed the patience of users in determining the official and correct DR value.




Measuring with the TT DR Offline Meter

TT-DR Offline 1.2 In order to determine the official DR value, a song or entire

TT DYNAMIC RANGE METER album (16 bit, 44.1 kHz wave format) is scanned. A histogram
(loudness distribution diagram) is created with a resolution of
DYNAMIC 0.01 dB. The RMS — an established loudness measurement
RANGE+- standard — is determined by gathering approximately 10,000
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pieces of loudness information within a time span of 3 seconds
(dB/RMS). From this result, only the loudest 20% is used for
determining the average loudness of the loud passages.

At the same time, the loudest peak is determined.

The DR Value is the difference between the peak and the top 20
average RMS measurements (top 20 RMS minus Peak = DR).

e LT Tl The top 20 RMS value is not displayed separately. It can be
easily calculated in the head by adding the displayed stereo
ot Sl (plus decimal place) DYNAMIC RANGE value with the peak
X headroom.

To make this clear, the following is an example of the
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In the above illustration, you can see the song "Back on the Block" by Quincy Jones.

1) The RMS value is the standard average value in dBFS measured over the entire song.
"FS" stands for full scale.

2) The PEAK value is the highest measured peak value in dBFS. Because this is a true peak
measurement, values above 0OdBFS are shown as "overs." We strongly recommend
keeping a headroom of 0.3dB and avoiding releases with "over" peak values. According
to the latest technical information available, such recordings could be labelled defective.
The precise basis of measurement and the explanation will be described under " True
Peak Display" and “Why 0.3 dB headroom?”below.

3) The DYNAMIC RANGE stereo value (including decimal places) shows the top 20 RMS
value, minus peak headroom (the top 20 RMS value is DR+Peak).

4) The official DR value is a rounded off whole number value of both stereo channels.
Please use this value only as the official DR Value!




Correct measurement and labeling of recordings

A fundamental part of the concept is being able to reproduce the measurement. Here there are
two factors to observe:

1) Please measure the entire recording and make no level changes after measurement.
You have two approaches:
a) Measurement of the whole image file of the sound carrier. This is typically processed
during the mastering. This approach a) leads to proper results if the peak headroom
does NOT vary more than +/- 0,3 dB from song to song!
b) Measurement of the complete content within a folder. Make sure that the folder
contains all wave files of the sound carrier and not more and not less. Volume changes
should NOT be applied after measurement!

2) The DR display of the real-time plug-in is only meant to be used as orientation, NOT for
determining the official DR Value. For determining official DR Values, use only the TT DR
Offline Meter pictured above.

We strongly recommend keeping within a peak headroom of 0.3 dB! For an explanation why,
please read the section "True Peak Display” and “Why 0.3 dB headroom?”.

Please use the DR labels to mark your CD with the proper DR Value. You will find the Logo-zip
file in the program folder: programs\Algorithmix\TT Dynamic Range or in the download area on
www.PleasurizeMusic.com.




DR Value calculation examples using the TT DR Offline Meter

"TT-DR Offtine 1.2
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The song "Why Do You Love Me" from the Garbage album

"Bleed Like Me" (2005) has an average RMS loudness of -5.1 dB
on both stereo channels.

Standard peak meters show a peak headroom of 0 dB. By using
"True Peak" technology, overs can clearly be recognized,
making a release strongly unadvisable.

The top 20 loudness measurements are very easy to calculate,
since there is no headroom: 3.3 + 0 = 3.3 for the left channel
and 3.2 + 0 = 3.2 for the right channel. The rounded off value
results in an official DR Value of 3.

For this, we will give it the label "unfit for consumption."
Too bad!

Here we have measured the song "The Boy is Mine" from
Brandy (Never Say Never 1998).

The average RMS value of the whole song is -9.1 for the left
channel and -8.7 for the right channel.

The peak values can be clearly seen as overs. Distortion is
guaranteed here:

Brandy - The Boy Is Mine.wayv )
-

2|zl 2l =101

2mns2sTomz




A Release of such a master is strongly inadvisable, according to what we know today.
Because of the lack of headroom, the DR Value is the same as the top 20 value.

The recording has a DR of 7 (DR7).

"TT-DR Offline 1.2 1 The song "Landscape" by jazz guitarist Christoph Oeding is a
TT DYNAMIC RANGE METER natural-sounding song with hardly any compression, made with
acoustic instruments.

You can see here that the top 20 RMS value here is -16.91 dB
for the left channel and -17.95 for the right one.

Once we subtract the peak headroom, we obtain a DR Value of
DYNAMIC RANGE  13.2 13. If this song had been normalized to -0.3 dB headroom, the
DR Value would be the same.

Oeding - Landscape.waw

Losd Cancel
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The illustration on the right is the measurement of Norah Jones
hit "Don't Know Why" from the year 2002.

Most advanced users know that vocals are particularly thick, e O

and therefore loud. If you look at a waveform in your mastering
application from a loud, short passage where the vocals are
very intensive, values of up to -6 dB/RMS can occur, whereas
the whole song might have a value of -13 dB/RMS. Because the
refrain — as opposed to most popular styles — does not have a Marah Jones Dan't Ko iy wa
homogenous loudness upswing, the real-time Plug-in does not
always display the same values. In this case, the TT Dynamic
Range Meter Plug-in shows varying values that may be briefly 5
too high or too low. Beware of differences between the Plug-in

and the offline meter with vocals, acoustic instruments, and
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similar music styles.




DR9 is however a representative value. The producers have found a market-oriented
compromise between loudness, peak headroom, and compression. For a post DR release,
values between DR12 and DR14 are however more desirable.

DR9 shows that a song with DR9 does not sound quieter on the radio than a title having DR3 to
DR8. Or did you miss this song on the radio?

Measuring DR Values of recordings

x| With the Load button, a window opens for selecting the wave
file to be measured.

TT DYNAMIC RANGE METER

If the switch “File/Folder” is in position “File” you can measure
an image file of the record. This is useful at the end of the
mastering process after dithering down to 16Bit. Most of the
mastering DAW work this way.

171 DYNAMIC RANGE 1 : The switch position “Folder” enables the measurement of the
content of a folder. Please take care that the folder just contains
the proper number and choice of songs in the real final version.
Level changes after measurement are NOT allowed.

The new function “Logfile” is active by default. You will find a
TF Album bz Februany 08 .umay text file within the folder you have measured. The file contains
information about number of tracks, official DR Value and peak
and RMS values.

Laad Cancel

After double-clicking, the actual measurement process begins,
shown by the green progress bar.
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The Cancel button stops the process, in case the incorrect file
had been chosen, for example.

If you work with Steinberg's Wavelab, it is easiest to choose the file from the final 16 bit
Montage. This wave file contains the entire album (switch set to File).

The file format has to be 16Bit and 44,1 kHz sampling frequency as sample rate conversion
(SRC) could cause level changes.




DR measurement with Wavelab in the mastering process

If you are used to writing the master directly from the Montage (consisting of single songs),
then it is a good idea to create a single, continuous wave file for the entire album. You can do
this by rendering your final Montage directly from the master dialog and automatically creating
a 16 bit montage. This only lasts a few minutes and includes all single tracks into one single file.

Pictu red here iS the Render d|a|0g W Rendering preferences for Test-CD fiir DR-Meter Kalibrier ;I_‘_JJ 5'
box in Wavelab with the necessary [ Audio Montage | & Scheduls
settings for making a continuous e gy s v e
. . . 1 Time selection [~ Mo tail

wave file from single tracks in the £ Selected clps T Eemmaias

& Wwhole montage [T Do fadedndout at boundaries
Montage (EDL) " Regions ™ Create Basic Audio CD

¥ Create CD image and cue-sheet
Track. -
I" e J ¥ Open as new Audio Montage

— ¥ Create named file =
File name:

I F:\M asteningsTest-CD fir DR-Meter\Test COWDR Meter Test CD.way Evl b |
Rename as source I

j ‘wiave [PCh] 4 Stereo / 44 100 Hz / 16 it

E:E Batch... I \/ ak. I )( Cancel

Measurement of final CDs od CD-Rs

For legal licensing reasons, the TT DR Offline Meter does not have the driver support for
reading a CD from a CD/DVD drive. We show two possibilities how to do that with Steinberg’s
Wavelab or alternatively with the freeware Audiograbber by www.audiograbber.de for

measuring CDs that have already been burned or duplicated.

Grabbing a CD for DR measurement using Wavelab

B E e Place a CD you wish to
[PLEXTOR DVDR Px7ens (o00)  w| Janox measure into the CD drive of
Track | Stat | Lenath |ow|-a] 1SRC [C @
P Track 01 Os dmnd5s O your computer.
W Track 02 Amn 45z dmn 29 s O
e Track 03 Imnlds Ermnl0s O . " -Di "
B Track04  16mn23s  Hmn2ds O B Sonaittay * Open the "Import-Dialog” in
W Track 05 N d7s  Gmnlds O
P Track OB 26mn2s 4 56 ¢ O WaveLab (Command_l)'
W Track 07 0mn58s  3mndds O v Convert to
W Track 02 Mmmd2:  3mndds O K b ontage
W Track 09 B/mn30:  3mnaTs O
W Track 10 A2mnd s 4mn 48 5 O
W Tiack 11 46mnB5s  4mmifs O Loy
b Tiack12  Slmn22s  5mni5s O Budin
e Track 13 BEmmdS:  dmnBos O
e Track 14  Thlmnd3: 3Fmnd2s O
W Track 15 ThSmndds 3mndds O v Options |
B Track 16 1h39mnl13: 3mn36s O = — The function uconvert to CD-
4 | _’I n "
— = ®  Retiesh | Image"/Cue-sheet" creates a
Erid IDs 3: Length IDs 3: Select Al | continuous wave file with the
Save || appropriate CD markers. Make sure
Dregtination folder Tiim silence v .
IF:\Mastering\Test-CD fur DR-Meter El'l Ll that the process Is set for the
7| Wave [PCM] / Sterea / 44 100 Hz /16 bit B Ei r 16bit/44.1kHz format.
o

Use this continuous wave file for calculating the official DR Value.



Grabbing a CD for DR measurement using Audiograbber

e Download and install the free Audiograbber from www.audiograbber.de

e Insert CD into drive

e Open Audiograbber

e Deactivate the check box “Norm.” and “MP3”

e If you wish to use a CDDB to get the track and album information click “Freedb”

e In menu “Settings” choose the entry “General Settings”. You can change the target
folder if desired. You will need the directory path for the subsequent DR measurement.

e Klick “Grabb!”

e Open the TT DR Offline Meter, set switch to “Folder”, select the upper chosen folder bei
clicking “Load” and confirm.

e The final displayed value is the valid official DR Value.

e Inthe same directory you will find the Logfile

24 Audiograbber =lo/Ed
File O Setkings Help
. ﬁl‘ r J % a 3 ’1 Year  |2007 [~ Fade hracks
'-.l' '\.i e
Refresh  Grabl  Settings I' Nu:urrn I MP3 Freedh  Flayer Exit  Genre: |E':'untr-"' ﬂ
[ Compilation disz  Artist |Earth Brooksz Alburm |2EIEI? - The Ultimate Hitz [Disc 1]
Track name | Time | Filesize | Information | Fad
M 1. Garth Brooks / Ain't Going Down [Til ... 04:34 46.12 kb
M 2. Friends In Low Places 04:19 43.64 kb
M 3. Shameless 04:19 43.64 Mb
] 4 Twa OF A Kind, Warkin' On A Full Ho.. 0232 28,73 Mhb
IE' 8. The Beaches Of Cheyenne 04:14 4274 Mb
M B. If Tomorrow Mever Comes 03:40 712 Mb
M V. Papa Loved Mama 0252 28.97 b
M 8. Mare Than A Memory 0323 3.1 Mb
M 9. Good Ride Cowboy 0326 M. 73mb
IE"I 0. In Another's Eves [The Duet With T, 03:34 3E.02 Mb
M'I'I.The Fewver 041 2712 Wb
(712, Midnight Sun 047 38,22 Mhb
H'I 3. Leaming To Live Again 04:06 41.47 Mb
M'I 4. Longneck Bottle [Featuring Steve Wa... 02139 23,43 Mhb
IE"I A ToMake vou Feel My Love 03565 39.68 Mb v
= NE |
E'D 17 Tracks, Playtime: 61:15 | Total time left: 00:03:02 = 011 H ¥ H O ?I* . \E]

Attention: Please be aware that the Plug-in is for orientation and not for measurement of the
official DR Value. For this only use the upper mentioned TT DR Offline Meter!



Why are the top 20 RMS values used for determining the DR Value?

A mastering engineer compares loud passages of a song and, along with spectral adjustments
and various sonic enhancements, ensures that there is an even loudness over the entire
recording. This only works when the loud passages are used as a basis for comparison. A song
having a quiet, long introduction and a final refrain compressed down to DR2 might have a RMS
value of DR10 or DR12. The DR Value would therefore not reflect the amount of loudness in the
passages where loudness is critical.

The DR Value therefore represents the amount of density/thickness (loudness) more than the
dynamic range of the entire song!

Is there music which is not suitable for the DR system? [Exceptions!]

Yes and no. Generally, the DR measurement indicates the degree of density (in sense of
compression) for every music style.

Since the measurement does not take psycho-acoustic elements into consideration, very
dynamic music (such as classical music) is less suitable for DR scaling. The large dynamic range
of a classical music album — which has little or no compression —is (with perhaps DR14) not
represented in a psycho-acoustic percepted relation to a DR10 pop music song, for example.

This equivalence would only be possible if psycho-acoustic parameters were incorporated
which would necessitate long and costly research and development.

We see this situation on a pragmatic level: The problem that we will solve with DR metering is
exorbitant over compression of current middle-of-the-road, pop and rock music releases. The
goal is to indicate density (in other words, the loss of dynamics) in whole number values from
DR4 to DR14. This is why we have optimized the measurement of this "problem group."

Labeling and categorizing classical music is not the primary objective of this initiative.
Depending on the means available to us, we will however expand our research activities in
order to further optimize the process.

Measurement differences between releases with titles with different peak headroom
[Exceptions!]

Today's albums in the MOR/Pop/Rock styles usually have a low peak headroom that remains
constant. This is not a significant factor. However, if some of the songs on the album have a
higher peak headroom and at least one of the songs a very low peak headroom, then the low
value will be used in the calculation involving the subtraction of the top 20 RMS values from
peak headroom. This can occur in the case of compilations and lead to too high DR Values.

In this case the DR Value is to be calculated on a song-by-song basis by using the “Folder”
option and not over the whole album (File option) in order to have a fair and meaningful DR
label.




TT Dynamic Range Meter Plug-in (VST)

Open the Plug-in in your host application in the last slot of the master bus, after the output
fader. This varies from DAW to DAW. If you are not sure, please check in the manual of the
software or set the output faders to 0 dB.

Here you can see the shocking results when "Garbage" is played.
This is NOT how things should look.

1.) Stereo correlation meter: Display of the phase differences
WNAMIC RANGE M A
TTDYNAMIC RANGE METE between the left and right stereo channels. For information on

interpreting this, please refer to technical literature.

2.) True Peak Display with one decimal point and the corresponding

peak level bar on the outer side. In the area close to full scale, peak
measurement is particularly complex and critical. First of all, fixed

point resolution can only show values up to full scale, since on the
digital level, no overs are possible. However, contiguous full-scale
words create audible overs and so-called interleaved sample overs*.
Secondly, floating point calculation makes it possible to represent
values well over 0dB. The measurement and display of peak values in
4x over sampling** leads to a display of overs so frequently that we
have found a middle-of-the-road solution. The peak values are
measured "normally" and provided numerically. In the case that two
contiguous bit words show full scale (all 16 bits at 1 without any
oversampling) and at the same time a value of over 0 dB is detected
via oversampling metering (run as a parallel process), then the peak
display shows "OVER."

Peak Bar: The display area ranges from -48 to 0dB.
A peak-hold function with a slow release time (ballistics) makes it
easy to read and follow the values visually.

(* 4x over sampling = Quadrupling of the sampling rate).

(** Interleaved Sample Overs (also: inter-sample peaks) are overs
which can be detected only after multiplying the sampling rate (over
sampling by a factor of 2 to 4). The values are not detected on the
digital level because values only up to 0dB can be represented
(fixpoint). An interleaved sample over can also occur when the peak
headroom is 0.1 dB or more and creates distortion only after leaving
the digital domain.

Stopping and restarting playback also results in an resetting of the
numerical peak display, in the same way that clicking the RESET
button does.

The numerical display shows the highest value reached since the last
reset.

Moo
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At the right you can see a "good" digital signal
which will not create distortion when going
through a D/A converter:

There is only one sample which approaches full
scale and the highest peak value does not exceed
-0.3 dB.

Distortion on a digital level is not possible.

-15.0 —
dE

ded-mal  On the left, several dozen samples in a row are
| full scale. The D/A converter, having the job of
turning the digital steps into round analog
waveforms, needs about 6dB headroom, in

order to allow the waveform to swing upwards
in its full, normal range. But this headroom is

not available. The result is undesirable
distortion. With data compression (MP3, etc.),
another 6 dB can be added to the peaks as a
result of energy redistribution, depending on

the resolution used. The results are not

acceptable.

Despite headroom — use a brickwall limiter

Please always use a professional brickwall limiter for mastering. There are many good brickwall
limiters on the market, but also many less-good ones, which don't deliver what they promise.
Be wary and verify your brickwall limiter.

A brickwall limiter's job is to make sure that no interleaved sample overs are produced, using
the over sampling process described above. A brickwall limiter should process the sound in such
a way that the actual level reduction is inaudible.

Why 0,3 dB Headroom?

In order to prevent any discussions among experts: Yes, this headroom value of 0,3 dB is
somewhat arbitrary. It could just as well be 0.253 dB, 0.378 dB, or 0.5 dB headroom.




Despite using a good brickwall limiter, there are two reasons for leaving some headroom:

1. Modern D/A converters use linear-phase FIR reconstruction filters which are not always

designed to process full scale signals without distortion. This is particularly true of steep-

sloping signals which are often produced by hard limiting or over compressed music.

Extra headroom significantly reduces this risk while making any loss of loudness to be
practically imperceptible (see Gibbs phenomenon).

2. Additional headroom reduces artifacts used by all data compression formats which use

the masking effect. The lower the data rate of the target format, the more headroom is

necessary. For highly compressed music, 0.3 dB headroom is not sufficient in order to

avoid distortion. In this case, a headroom of 5 dB would be theoretically necessary.

Recordings which have the DR logo are fortunately not so strongly compressed; a

headroom of 0.3 dB prevents unwanted artifacts in most cases!

Further description of the TT Dynamic Range Meter:

TTDYNAMIC RANGE METER
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3.) Numerical DYNAMIC RANGE Display: (NOT VALID FOR THE OFFICIAL DR VALUE)

4.

~

In link mode, the left-right DR Value is shown to one decimal place. Using the meter
on the loudest passages produces values which are very close to those of the Offline
Meter. If the "Link" button is deactivated, then two separate DR bars are shown with
corresponding numerical displays above the bars (see the first illustration of the TT
Dynamic Range Meter Plug-in). This mode is appropriate for the mixing process in
order to have separate, detailed information concerning the inner dynamics of the
two stereo channels.

DR Display Bar: Color-coded display of the dynamic range which is used.

Values of less than DR8 are displayed with the color red. Values of DR14 or more are
green. Values between the two are displayed in various shades of yellow.

The DR bar shows the average difference between peak and RMS and corresponds to
the so-called crest factor.

Since the bars do not display any static information in order to indicate the top 20
RMS values, in specific situations the indications do not always completely reflect the
official values given by the Offline Meter. Keep in mind that the objective is to
standardize the "thickness" of a recording and not to measure the overall dynamics.

The variation between the two measurement devices increases as the dynamic range
of the material measured is increased. The bars serve to visualize the crest factor.

If you work with more headroom during mixing, a decreasing bar that moves
downwards will warn you of too much compression, because the display of the crest
factor is independent on the peak room which is used.



5.) Digital 0 Display

The "minus-infinity" display lights up as so as there is digital 0 at the

LEI RIGH" input.
Rezet hiono 6.) Numerical RMS Display: The display shows the current average

8.) 7.) loudness very slowly, making it very practical for having an idea of
the amount of current loudness.

TISCHMEYER :
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RMS Display Bars: (wide interior bars)

We decided to use the standard calculation of loudness in RMS (root mean square) because it
proved to be superior to most other measuring methods with complex frequency weighting
models when put through comparative testing. Those methods which were better required a
great deal of CPU resources and are very controversial among specialists. The idea behind the
DR Meter is a simplified way of determining thickness and NOT a psycho-acoustically perfect
loudness measurement tool. The RMS value is corrected by +3 dB so that sine waves have the
same peak and RMS value. This is the case with most meters.

7.) Mono Switch: This switches the stereo signal to mono for checking the signal and turns red
when activated. This switch can be used as a mono switch for checking stereo compatibility
when the DR Meter inserted into the stereo section of your DAW. The mono switch is a
practical tool, since many DAWSs no longer have one.

8.) Reset Switch: Resets the numerical peak headroom display.

Buffer settings

The TT Dynamic Range Meter Plug-in is optimized and tested with buffer sizes down to 256m:s.
Lower settings make no sense in the mastering and can cause problems within the plug-in.

Support of other formats and platforms

SPL & Brainworx have already begun to support the Pleasurize Music Foundation and work on
an RTAS version of the Plug-in for Mac OS and PC as well as an AU version for Mac OS. A Mac
OS version of the TT DR Offline Meter is also planned — thank you for your patience! On the
Website www.PleasurizeMusic.com you can learn about the latest releases.




Updates
Please always use the latest version of the software.
Future optimization of the measurement procedure could lead to slightly different results.

In future versions, the following additional features are planned:

Plug-in:

e numeric peak display with interpolated value indication in the zone above 0 dB.
Interpolation can uncover potential overs occurring in later D/A conversion in playback
devices resulting in peak values which are too high (interleaved sample overs). The
implementation involves significant research and development efforts.

e implementation of Bob Katz' K-System. Particularly the K-12 and K-14 are very well
suited for achieving more dynamic mixes.

e surround version
Software:
e Direct reading in from DVD/CD drives

e This requires obtaining licenses and the payment of license fees for drivers from third-
party manufacturers.

Donation

Under the heading Donation/Spende you can help support our work. The Pleasurize Music
Foundation is a non-profit organization aimed at establishing a dynamic sound standard and a
surround sound quality label, in order to generally raise the quality of recorded music and
thereby to help revitalize the music industry.

Credits

e DR idea and overall concept and realization: Friedemann Tischmeyer

e Technical concept and project management: Dr. Christoph Musialik from Algorithmix
e Programming: Dr. Ulrich Hatje from Algorithmix

e RTAS & AU programming: SPL & Brainworx

Support support@PleasurizeMusic.com

C 2009 by Pleasurize Music Foundation

c/o Tischmeyer Publishing America Inc.

2400 Chanticleer Ave. Suite D2 Santa Cruz CA 95062 USA
www.PleasurizeMusic.com
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